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PHASE I CONSTRUCTION SEQUENCE

_______________________________________________________________________

THE PURPOSE OF THIS PROJECT IS TO CONSTRUCT A NEW NATURAL GAS COMPRESSOR

STATION.

TEMPORARY STABILIZATION WILL BE IMPLEMENTED FOR ANY AREAS THAT ARE TO REMAIN

DISTURBED FOR LONGER THAN 14 DAYS.

LONG TERM STABILIZATION WILL BE ACCOMPLISHED THROUGH GRADING, SEEDING, SODDING,

AND NEW YARD INLETS WHERE APPLICABLE.

NO CRITICAL EROSION CONTROL PROBLEMS ARE ANTICIPATED.

ALL AREAS OF DISTURBANCE WILL BE TREATED BY THE APPROPRIATE E&S MEASURES AS

DESIGNATED ON PLANS.

A PRE-CONSTRUCTION CONFERENCE IS MANDATORY BEFORE ANY WORK IS DONE AT THE SITE

WITH THE ENGINEER, CONTRACTOR, AND COUNTY ENVIRONMENTAL INSPECTOR.  A MINIMUM

OF 48 HOURS NOTICE IS REQUIRED.

ALL WORK IS TO BE PERFORMED WITHIN THE DESIGNATED LIMITS OF CONSTRUCTION.

THE CONTRACTOR SHALL ADHERE TO THE FOLLOWING CONSTRUCTION AND MAINTENANCE

PROCEDURES:

1. INSTALL CONSTRUCTION ENTRANCE.

2. INSTALL REMAINING PERIMETER CONTROLS; DIVERSIONS, SUPER SILT FENCE, TREE

PROTECTION & SAFETY FENCE.

3. INSTALL BASINS TO PROTECT ADJACENT AREAS FROM EXCESS RUNOFF FROM

CONSTRUCTION ACTIVITY.

4. BEGIN CONSTRUCTION.

5. RELOCATE/REMOVE SILT FENCE, STOCKPILE AREA(S) AND CONSTRUCTION ENTRANCE

AS REQUIRED. PROPER  MAINTENANCE IS MANDATORY.

E&S WORK AREA

LOD

TREE PROTECTION

3.38
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DIVERSION DIKE
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